
 
 
CZ Print Polish Marker 1.0 – User Guide                                                                    
 
If you have any questions, please send email to support@czsolution.com.  
 
CZ Print Polish Marker 1.0 System Requirements 

Operating System          Windows (32-bit and 64-bit) 
CPU                                300 Mh or higher  
Memory                          256 MB or more  
Hard Disk Free Space    10M 

 
In order to install CZ Print Polish Marker 1.0, you must have the administrator rights on the installation 
computer.  
 
1. Double-click CZ Print Polish Marker for Windows 32-bit.msi (for Windows 32-bit Operating System) or 
CZ Print Polish Marker for Windows 64-bit.msi (for Windows 64-bit Operating System) and follow the on-
screen instructions. 
 
2. Click "Start  All Programs  CZ Solution  CZ Print Polish Marker Settings".  
 
3. Click button “1. Create / Modify Settings” to create or modify settings, then click button “2. Apply 
Settings”. The settings are saved in the file config.ini in the installation folder of CZ Print Polish Marker 
(e.g. C:\Program Files\CZ Solution\CZ Print Polish Marker). Click button “3. Exit” to exit. 
 

 
 
4. Print a document to test. 
 
Uninstall CZ Print Polish Marker 1.0  
 
Open Add/Remove Programs, select CZ Print Polish Marker, and click on the Remove button. 
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